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This report i s  submitted to the Astrionics Laboratory of the George C. Marshall Space 
Flight Center, National Aeronautics and Space Administration, Huntsville, Alabama, 
in accordance with the requirements of Task Order No. ASTR-LGC-28 of Contract 
No. NAS 8-5332. The report describes the inspection and testing of the two hot 
cel ls located in Building No. 4475of MSFC. The testing was performed by person- 
nel from the Georgia Nuclear Laboratories, Dawsonville, Georgia. 
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A 300 millicurie Cobalt-60 Source was placed at the center of hot ce l l  %I' at a 
height of 6 feet above the floor. Using a highly sensitive gamma radiation detector 
(sodium iodide crystal) the radiation level was measured at each external wall suf- 
face and at the roof area adjacent to hot cel l  "B". The process was repeated while 
substituting hot cel1"A" for "6". 
A 485 curie Cobalt-60 Source was then substituted for the 300 millicurie source and 
the entire mapping procedure repeated except in  the roof area for each hot cell. 
AI 1 data was recorded and i s  presented below in the "Results" section o f  this report. 
\ 
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2 . 0  INTRODUCTION 
The hot cell inspection and testing described in this report was performed to assure 
MSFC that the radiation shielding requirements were met in the construction of the 
hot cell complex. This task was accomplished by measuring the amount of radiation 




3 . 0  PROCEDURE 
The following procedure was used in inspection and testing of the hot cells and i s  
similar to that suggested by MSFC . . 
3.1 INSPECTION 
Inspect visually cel l  walls inside and outside, roof, ceiling, and floor for cracks; 
inspect window frames, door frames and manipulator ports for gaps. 
3.2 TESTING 
(1.) Mark; e.g., with chalk, a grid of lines approximately 3 feet apart on . 
the walls and roof of the hot cells, dividing them into sections of approx- 
imately 9 foot area. Number eoch section. 2 
(2) Check the calibration of all instrumentation. 
(3) Place one of the alarming ratemeters (set to alarm at 5 mr/hr) against 
each outside wall  of hot cell "B", and one against the crack under the 
cel l  door. 
(4) Read background count rate of Nal counter system, outside each of the 
four sides of the hot cel l  block, inside each hot cel l  and on the hot 
cel l  roof. 
(5) Place a 4cc ionization chamber inside hot cel l  "B", with i t s  readout 
meter in the control mom. 
(6) Place the 300 mi 
the center of cel 
icurie Cobalt-60 Source (secured inside i t s  shield) in 





(7) Hold a survey meter at the hat cell viewing window, and slowly raise 
the source from i t s  shield. Return i t  into the shield if the survey meter 
or alarm rate meters indicate over 5 mr/hr. If not, latch the source in 
the exposed position 6' above floor level. 
(8) Quickly survey around the window and door frames and around a l l  walls 
o f  the hot cell at  waist level. If no reading above 5 mr/hr appears, pm- 
ceed with inspection. 
(9) Observe the ion chamber reading. 
(IO) With the Na l  counting system make a one minute count, while moving 
the probe around at random above the surface of  section # l  of hot cel l  
side "A", keeping the probe within one foot of the cell wall. Repeat 
this operation for a l l  numbered sections on the exterior of hot cell "B". 
Record al I readings with background subtracted. 
(1 1) Return the source to its shield. 
(12) Repeat steps 3 through1 1, except substituting hot cell "A" for hot cell 
18B (I. 
(13) Place the 485 curies Cobalt-60 Source (secured inside i t s  shield) at the 
center of  the floor of hot ce l l  "B". 
(14) Repeat steps 3, 4, 5, 78 8, and 9. 
(15) Do not permit any personnel to be on the roof of  any portion of  the radi- 
ation lab whenever the 485 curie source i s  unshielded. With the Na l  
counting system, make a one minute count, while moving the probe 
6 
. 
around at random in the numbered section # l ,  keeping the probe within 
one foot of the wall surface. Repeat this operation for all numbered sec- 
tions external to cell "B" except for the roof area. Record all readings 
with background subtracted. . 
(16) Replace.the source into i t s  shield. 
(17) Repeat steps 3, 4, 5, 7, 8, 9, 148 and 16 except substitutingbt cell 
"A" for hot cell "B". 




4.0 R E S U L T S  
inspection and testing of  the two hot cells located in Building 4475 at Marshall Space 
Flight Center was completed July 23, 1965. This task was accomplished according 
to the testing procedure suggested by MSFC with the deviations and results given be- 
low. 
A visual inspection of  the cells revealed no faults except in the roof area of  both 
cells. The roof area over each cell contained several small cracks. Subsequent 
testing with radiation sources proved that the radiation leakage through the cracks 
was insignificant unless the source was placed at the crack. A comparison of radi- 
ation transmission through solid concrete and through a crack indicated an increase 
in  the radiation level by a factor of two (2) through the crack. 
The cell walls and roof were marked off in 3' x 3' sections (approximately) and num- 
bered as shown in  the sketches below. Some sections had larger areas but in each 
case they were located where shielding was at a maximum thickness. 
The 300 millicure Cobalt-60 Source was placed at each ce l l  center and 6' above the 
cell floor. Leakage radiation (in excess of  natural background) was measured at 
each wall and roof section. The results for each section were tabulated and report- 
ed in the tables below. 
Background radiation increased sharply at sections 13,. 26, 39 and 52 on Side A. 
This increase was determined to be caused by the relatively high radioisotope con- 
tent o f  the concrete blocks in  the wall adjacent to these sections. 
No radiation levels were reported as being less than 0.001 m r - r  above background 
since background was approximately 0.01 mr/hr and fluctuated as much as 10 percent. 
9 
i 
The 485 curie Cobalt40 Source was placed in the center o f  each cell 6' above the 
floor level and the previous measurements repeated except for the roof area where 
a portable survey meter was used. The highest radiation level observed was 30 mr/hr 
directly over the source on the cell roof. 
Reasonably high leakage dose rates were observed near and at manipulator por ts  and 
at the cracks underneath the cell doon. With the source at the center of each cell 
and 6' above the floor level, a survey meter was used to determine the highest dose 
rate at the manipulator ports which was 3 mr/hr. It should be noted that under these 
conditions the source was near alignment with the axis o f  the manipulator port holes. 
This condition would rarely occur during normal hot cell utilization. The source was 
then moved to different positions around the cell doors and the highest dose rate ob- 
served was 0.5 mr/hr through the crack at the lower edge o f  the cell doors. Leak- 
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TABLE 1 WALL MAPPl NG (Continued) 
300 MC 
















* Adjacent to concrete block wall. 













































































































































































* Adjacent to concrete blocks. 
Side E 
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TABLE 4 WALL MAPPING (Continued) 
485 Curies 
Side A Side C 
Position Dose Rate Position 














* Bottomof cell door 
** Manipulator Vacinity 














































































































* Bottomof door 
** Door Crack 







































































































(1) Letter dated 4-21-65 from Mr. W. T. White, MSFC, to bckheed Aircraft 
Company, Lockheed-Georgia cb . , Marietta, Go. 
